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Responsible

Group Attribute Data Type Units Description Commentary 200 300 400 500

Global attributes

LOD

RBR-LoG Integer See Level of Definition Section This attribute indicate the level of Reliability of the element from the LoG side. X X X X PIM

RBR-LoI Integer See Level of Definition Section This attribute indicate the level of Reliability of the element from the LoI side. X X X X PIM

Specifications

RBR-Spec Code Integer Specification code - O X X PIM

RBR-Spec Name Text Specification name - O X X PIM

RBR-Spec Division Integer specification division - O X X PIM

RBR-OCC Text Object Category Code See codification tables X X X X PIM

Quantities and Cost Estimation

RBR-Material Designation Text

Element Material designation according 

to the European Standard (EN, 

Eurocodes…) whenever there is an 

European standard.

- X X X PIM

RBR-Material Description Text Material description - X X X PIM

RBR-Product Name Text Name of the product - X X X PIM

RBR-Product Description Text Product description - X X X PIM

RBR-Pr_Code Text Uniclass 2015 Product table As defined in UniClass 2015 tables. - X X X PIM

RBR-Type number Integer For unique type identification To distinguish different types with identical "Uniclass Pr codes" - X X X PIM

RBR-Units Text Measurement units Indicates the measure units of the element - X X X PIM

RBR-Unit Cost Number - O O O PIM

RBR-Element Cost Number - O O O PIM

All attribute must be included in models

Specifications codes, used to relate BIM objects to spec documents. Defined by 

Supply Chain during PIM.

X:Mandatory O:Optional

attribute Description LOI
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