[bookmark: _Hlk493603390][bookmark: _Hlk502240522]Annex No 3.2.
to the Regulation 
for competitive procurement procedure with negotiation No RBR 2019/7
 “Design and design supervision services for the construction of the Latvian North and South section” 
[bookmark: _Toc530482718][bookmark: _Toc11398187]Experience of the Candidate
Within the previous 7 years (year 2012, 2013, 2014, 2015, 2016, 2017, 2018 and 2019 till the date of the submission of the application), the Candidate has gained the following experience:
	No
	Name of project
	Date of completion of the contract[footnoteRef:2]  [2:  If the design is a part of the contract where all works/ services have not been completed, then please specify date of approval of the design according to national legislation. Should the relevant legislation not regulate the approval or delivery of designs, please provide other proof of having delivered the design (reference, deed of conveyance or other proof).] 

	Contracting   Authority
	Description of the responsibilities according to contract, which characterize the experience, mentioned in respective subsection of Section 4.1.[footnoteRef:3] [3:  Please note the responsibilities of the company which performed the works/services by stating the role (i.e. main contactor; responsible for design, etc.) in the contract and description of the subject matter of the contract with respect to details required for particular criteria.] 

	Contract price (EUR*, excl. VAT)
	Contact information for references

	4.1-2, 1) as a main contractor of at least 2 (two) completed designs of 1435 mm gauge TSI verified railway track with the design speed ≥ 201 km/h [footnoteRef:4], where: [4:  Completed design shall be considered the one which has been approved according to national legislation. Should the relevant legislation not regulate the approval or delivery of designs, please provide other proof of having delivered the design (reference, deed of conveyance or another document).] 

a) the value of each contract is not less than 7 million EUR;
b) one of the contracts covers at least 50 km of design.
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	4.1-2, 2) in the completed design for 1 (one) railway bridge or viaduct with the design speed ≥ 201 km/h the length of the designed bridge must be at least 500 m with the length of one span at least 60 m of this particular bridge.
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	[bookmark: _GoBack]4.1-2, 3) Have experience in developing design project documentation and deliverables in BIM environment in at least 2 (two) Projects
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