
Case 4 - C - Standard Cross Section M1:100
Road Overpass - V-Form - Span 25m
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Case 4 - C - Standard Cross Section M1:100
Road Overpass - Straight Elements - Span 20m
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Case 4 - C - Standard Cross Section M1:100
Road Overpass - V-Form - Span 30m

1.28

70
30

70
40

1.
00

1.
10

1.28

4% 2,5% 2,5% 4%

1.00 80 50 3.50 3.50 50 80 1.00

39 1.69 4.00 4.00 1.69 39
11.38

12.17

53 57 1.66 1.66 1.66 1.66 1.66 1.66 57 53

Roadway dimensions are 
only indicative and depend 
on local requirements and

 road type.

protection parapet and noise 
barrier, depends on requirements 
of Rail Baltica

info.hannover@marxkrontal.com
www.marxkrontal.com

MKP GmbH
Uhlemeyerstraße 9+11
30175 Hannover
T +49 511 515154-0

Scale: 1:100

AUTHOR OF PLAN

Case 4-C - V-form

Project: Rail Baltica SBS Study
                     developement of solutions
                     Case 4: Road Overpass

Date: 26.07.2019

Foundation level

35.00°

Case 4 - C - longitudinal section M1:100
Road Overpass - V-form - Span 22.26m
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Case 4 - C - View M1:100
Road Overpass - Haunched Elements - Span 22.26m
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H/B = 594 / 841 (0.50m²) Allplan 2019


